
PV® 118 Subwoofer

OVERVIEW
The PV 118 Sub is a compact vented subwoofer system utilizing an 18" heavy duty woofer with a 3" voice coil
and a 65 oz. magnet. The black, perforated steel grille and steel corners provide protection and a professional
appearance, and the sturdy steel handles allow for ease of transport. A top pole mount for 1-3/8" stand poles is
incorporated, and two 1/4" phone jacks are connected in parallel for daisy chaining or to send a full-range
signal to a P.A. cabinet. The impressive 400 Watt program power rating allows for plenty of gut pounding
bass. The internal lowpass crossover network, along with the vented enclosure, provides great bass response
that will add the thump you desire.

FEATURES
- Vented bass subwoofer enclosure
- Pro Eighteen® 18 inch premium woofer
- Optimized internal low-pass crossover network
- Pole mount adapter
- 400 watts program power handling
- 40 Hz - 180 Hz (+/-3 dB)
- 95 dB at 1W/1m
- 8 ohms
- Dado jointed 3/4 inch MDF construction
- Heavy-duty powder-coated metal grille
- Weight Unpacked: 73.50 lb(33.339 kg)
- Weight Packed: 80.00 lb(36.287 kg)
- Width Packed: 24.75"(62.865 cm)
- Height Packed: 29.5"(74.93 cm)
- Depth Packed: 23"(58.42 cm)
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